SERVICE MAST & WIRE SUPPORT

ALLOW 18" TAILS FOR
CONNECTION TO DROPS

\ SERVICE DROP BY:
LEHI CITY POWER

18" MIN. TO DRIP LOOP OR
LOWEST POINT (SEE NOTE 2)—

ROOF FLASHING—

WEATHER HEAD

POINT OF ATTACHMENT TO WITHSTAND
400 LBS. TENSION- GUY WIRE MAY
BE NECESSARY

1/4" COMMON GALVANIZED STEEL
/_ GUY OR EQUAL.

| 6'MAX. WITH GUY
3' MAX. WITHOUT GUY

ROOF FRAMING

!
6' MAXIMUM OVERHANG MEASURED J
HORIZONTALLY ACROSS ANY PORTION
OF THE ROOF (4' HORIZONTALLY FROM
NEAREST EDGE OF ROOF)

MAIN SERVICE DISCONNECT
IS REQUIRED OUTSIDE AT THE
METER LOCATION

NOT LESS THAN 12' TO FINAL GRADE (SEE NOTE 1)
MUST BE APPROVED BY LEHI POWER

5'-6" MIN
FINAL GRADE
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\ANCHOR STRAP NO.1. ANCHOR RMC TO BUILDING
FRAME AT 24" CENTERS MINIMUM (USING MINIMUM
5/16"x 3" LONG LAG SCREWS OR 5/16" BOLTS)

[ ~~—CONDUIT COUPLING SHALL NOT BE INSTALLED
ABOVE ROOF LINE

—— 2" RMC

ALL NON-CURRENT CARRYING METALLIC
PARTS TO BE BONDED TO NEUTRAL AND
EFFECTIVELY GROUNDED.

4 AWG CONDUCTOR

|~

"
CONDUCTIVE STEEL REINFORCING RODS (REBAR) %
IN. OR LARGER BONDED TOGETHER BY STEEL TIE
WIRE THAT HAS A COMBINED LENGTH OF 20 FT MAY
SERVE AS THE GROUNDING ELECTRODE IN
ACCORDANCE WITH NEC REQUIREMENTS

|

NOTES:

1. IF ACCESSIBLE TO TRUCK TRAFFIC, TO OTHER VEHICLES OVER 8' IN HEIGHT, OR TO RIDERS ON
HORSEBACK, MINIMUM ATTACHMENT HEIGHT IS 16'; REFER TO NESC TABLE 232-1.

2. IF THE SERVICE IS CROSSING THE ROOF FOR MORE THAN 6' HORIZONTALLY IN ANY DIRECTION,
OR MORE THAN 4' HORIZONTALLY FROM THE NEAREST EDGE OF THE ROOF, REFER TO NESC

234C3 FOR THE APPROPRIATE CLEARANCE:

3. FOR CLEARANCE OF SERVICE DROPS, SEE SECTION 230 OF THE NESC.
4. SERVICE MAST MUST BE MOUNTED ON SIDE NEAREST POLE, LEHI CITY POWER & BUILDING

INSPECTION TO APPROVE LOCATION.

5. LEHI CITY POWER DEPARTMENT INSPECTION REQUIRED PRIOR TO CONNECTION.
6. USE OXIDE INHIBITOR WHEN TERMINATING ALUMINUM CONDUCTORS.

LEHI CITY

WER DEPARTMENT

REQUIREMENTS & STANDARDS

OVERHEAD SERVICE REV. 0.00
100-400 AMP (1 PHASE)

RESIDENTIAL POWER SERVICE

DWG: 3-2-5
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